
PRODUCT OVERVIEW

Meteo-LCD[pro]
Multifunctional display

POSSIBLE APPLICATIONS

· Ship safety and operation
· Maritime weather monitoring
· Weather stations on coasts and in

ports
· Field research and environmental

monitoring
· Emergency and disaster

management

Multifunctional and reliable display device
for maritime applications
The Meteo-LCD[pro] is a versatile all-rounder designed for use on the high
seas. It meets the highest testing standards, is flexible and compact, and
integrates seamlessly into proven LAMBRECHT system solutions—including
the Ser[LOG] data logger and various sensors. The high-resolution 5.7-inch
color display with a wide viewing angle provides a clear display of up to seven
parameters simultaneously, including wind direction, wind speed, and
humidity according to WMO standards. The elegant design combines
modern technology with intuitive operation—for a first-class user experience
with high safety and maximum efficiency during maritime operations.

· Brilliant 5.7-inch high-contrast color display – for optimal visibility in all
lighting conditions

· Display of up to seven parameters simultaneously - for a quick and
comprehensive overview

· Graphic display of apparent or true wind - for precise weather assessment
· Humidity trend display according to WMO standard - for quick detection of

changes
· Extensive customization options - for individual operating conditions
· Simple configuration via operating elements directly on the device

 LAMBRECHT meteo GmbH  +49(0)551-4958-0  info-lambrecht@aem.eco  www.lambrecht.net

mailto:info-lambrecht@aem.eco
https://www.lambrecht.net


PRODUCT OVERVIEW

Meteo-LCD[pro]
Multifunctional display

Professional Line Meteo-LCD[pro]

Ident-No. 00.14742.707002

Parameters Vessel-specific data: speed and heading; roll and pitch; true and relative wind
direction and wind speed; air temperature; humidity; air pressure; dew point

Resolution 640 x 480 pixels

Protocols WIMWV; WIMWD; WIMTA; WIMHU; WIMMB; WIXDR; NMEA 0183

Interface 1 x RS-485; 1 x USB 2.0 device; 10/100 Mbps Ethernet

Operating conditions -20...+70 °C

Supply voltage 10...32 VDC

Power consumption 2.4 W

Representation color TFT

Dimensions 144 x 144 x 70 mm

Housing Plastic, black

Protection class Front: IP65; Rear: IP54

Weight Approx. 575 g

Standards and norms See operating instructions
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