
Professional Line Two-channel transducer

Id-No.

00.08763.012002 (8763 TH): for temperature sensors (8241)/(8281) • Humidity sensor (800)
00.08763.055002 (8763 S): for Pyranometer (16103)/(16131) • Albedometer (1611) for direct and indirect
radiation or radiation balance
00.08763.056002 (8763 SB): for Net Radiometer (16123) • for radiation and radiation balance

Measuring range -30...+70 °C • 0...100 % r.h. • -300...0...1400 W/m 2

Accuracy ± 0.1 % at 20 °C • ± 0.5 % at -30...+70 °C

Output 2x 0(4)...20 mA • 0...2 V • max. load 1.2 kh at 24 VDC

Range of application temperatures -25...+60 °C • storing -40...+85 °C

Supply voltage 10...30 VDC

Dimensions 100 x 100 x 60 mm

Protection class IP 65

Weight 0.5 kg

As of: 20.04.2024

 PRODUCT-VIEW

LAMBRECHT meteo GmbH Tel +49 (0) 551-4958-0 · info@lambrecht.net · www.lambrecht.net

Two-channel transducer

  Two-channel transducer for parameter such as ...

air temperature, air humidity, radiation and radiation balance. The
sensors which can be used optimally adjusted and factory-made via DIP-
switcher configuration.


